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EryapGrup BONUS | Tas Yunu

YALITIMIN iYisi

TS EN 13162+A1
Uriin Adi / Product Name

BONUS TAS YUNU PREMIUM R 150
Standart / Standard

TS EN 13162+A1 Binalarda kullanilan 1si yalitim iiriinii — Fabrika yapimi mineral yiin (MW) triinler — Ozellikler /
Thermal insulation products for buildings - Factory made mineral wool (MW) products - Specification
Tanimi / Description

Tas ylini-Bazalt taginin 1350°C-1400°C’de ergitilerek elyaf haline getirilmesi sonucu olusan - isi, ses ve yangin yalitimi Griint /
Mineral wool - Thermal insulation material formed by melting of basalt stone at 1350°C-1400°C into fiber - for thermal, sound and fire insulation product

R . Kaplamasiz
Yiizey Kaplama / Surface Facing / Not faced

Her tiirde egimdeki metal ve ahsap catilarda kullanildigi gibi gezilen ve gezilemeyen teras ¢atilarda kullanilabilmektedir.
Kullanim Alanlari /Area of Usage g
/Can be used on all inclinations of metal and wooden rooftops and terraces.

Teknik Ozellikler Test Metot Birim

/Technical Characteristics /Test Method /Units
Kalinlik

/Thickness / d EN ISO 29466

Deger
/Value or Statement

mm

30-120

Tolerans (Tolerances) - TS

-1% veya -1 mm; +3 mm. - toleransta mutlak olarak biyiik deger alinir.
/-1% or -1 mm; +3mm. - absolute large value in tolerance.
Uzunluk
o Z“"t:/l EN ISO 29465 ‘
engf

mm

1200

Tolerans (Tolerances) +2 %
Genislik

/ Width/ b EN ISO 29465 ‘

mm

Tolerans (Tolerances) 1,5 %

Gonyeden Sapma EN 824
/Squareness/ S,
Vizey Duzlligd EN ISO 29468
/ Flatness/ S .
Yogunluk
. EN ISO 29470
/ Density / D

mm/m

kg/m?
Tolerans (Tolerances) +10 %
EN 12667 W/m.K 0,037
EN 12939

Uriin Ozellikleri /
Product Performance

Isil iletkenlik
/Thermal Conductivity

Isil Direng EN 12667 mm
/Thermal Resistance / Ry EN 12939

40
(m2.K)/W 1,05

) .Basma dayamm'l ) EN ISO 29469
/Determination of compression behaviour

kPa 40
Noktasal Yiik Altinda Davranis

EN 124
/Point Load 30

Yénglna TeFkl Sinifi EN 13501-1
/Fire Reaction Class
Kisa Sureli Su Absorpsw'onu EN ISO 29767
/Short Term Water Absorption/ WS
Uzun Sreli Su Absorpsiyonu
EN ISO 16535
/Long Term Water Absorption/ WL(P)

Euroclass

kg/m?

kg/m?
Belirli sicaklik sartlarinda boyutsal kararhlik

/Determination of dimensional stability under

EN 1604
specified temperature

DS(70,-)
Su Buhari Ge;lrgeﬂl{gl EN 12086
/Water Vapour Permeability / MU

Hava Akis Direnci

EN 29053
/Air Flow Resistance/ Afr

Uriinler kapali alanda stoklanmalidir. Depolama alani agik ise, paketlerin tiim yiizeyi mutlaka &rtii ya da branda ile kapatiimahdir. /
The products should be stocked closed. If the storage area is open, the entire surface of the packages must be covered with cover or tarpaulin.

Uriin paketleri depolanacag alanda su, rutubet ve giines 1sigindan korunmalidir. /
Product packages should be protected from water, moisture and sunlight in the storage area.

Paketleri tagima esnasinda cilt, gbz ve ist solunum sistemini koruyucu uygun is giivenlik kiyafeti ve ekipmanlari kullamimalidir. / Appropriate work
safety clothing and equipment must be used to protect the skin, eye and upper respiratory system during transport.

Depolama / Storage Depol: lanind

iiriin paketleri yer ile direkt temas ettirilmemeli en az bir palet iizerine konulmalidir. /
Product packages should be placed on at least one pallet which should not be in direct contact with the ground at storage area.

Uriinler sevk edilirken iizerileri mutlaka branda ile 6rtiilmelidir. /
Products must be covered with a tarpaulin when shipped.

Uriinlerin iizerine pakete ve iiriine zarar verecek sekilde herhangi bir malzeme birakilmamalidir. /

Do not leave any material on the products in such a way as to damage the package and the product.

Paletli iiriinler iist iiste konularak sevk edilmemeli ve depolanmamalidir. /
Palletized products should not be stacked and stored on top of each other.
Agilan

cope atil I, yerel y6 liklere uygun gekilde bertaraf edilmelidir. /
The opened packages must not be disposed of and must be disposed of in accordance with the regulations.



