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Uriin Adi X
/Product Name PLATIN 80
Standart
/Standard
Tanimi
/Description

TS EN 13164 Isi yalitim mamiilleri-Binalar igin fabrikasyon olarak ekstriizyonla imal edilen polistiren képiik (XPS)-Ozellikleri
/Thermal insulation products for buildings-Factory made products of exdruded polystyrene foam (XPS)- Specification
Ekstriide Polistiren Isi Yalitim Levhasi
/Extruded Polystyrene (XPS) Thermal Insulation Board
Diiz-Piirtizstiz-Binili
/ Plane-Non Groove-Overlapping

Deger
/Value or Statement

Yiizey Ozelligi
/Surface Feature
Teknik Ozellikler Test Metot Birim
/Technical Characteristics /Test Method /Unit
Kahnlik
alinli 80

/Thickness / d
Tolerans (Tolerances) - T1 d <50 mm 2, 50 mm <d £120 mm -2,+3,d > 120 mm -2,+6
1200

EN 823 mm
78-83

Uzunluk EN 822 mm
/Length /|
Tolerans (Tolerances) | <1500 mm +8, | >1500 mm +10 1192-1208
Genislik
EN 822 600
/ Width /b
Tolerans (Tolerances) b <1500 mm +8, b > 1500 mm +10 592-608
max.5

EN 824

Gonyeden Sapma
/Squareness / S,
Yiizey DuzIGgu EN 825 max.6
/ Flatness / Spax
Basma Dayanimi (min) %10 Deformasyon
/Compressive Strength (min) %10 Deformation / o4, EN 826
Isil iletkenlik
/Thermal Conductivity / Ap
Isil Direng
/Thermal Resistance / Rp
Yangina Tepki Sinifi
/Reaction to Fire
Belirli Sicaklik ve Nem Sartlari Altinda Boyut Kararliligi
/Determination of Dimensional Stability Under Specified EN 1604
Temperature and Humidity Conditions / Ag), Agp, Agy

kPa €S(10/Y)300

EN 12667 W/m.K 0,035

(m2.K)/W 2,30

URUN OZELLIKLERI
/PRODUCT PERFORMANCES

EN 12667

EN 13501-1

DS(70,90)

Belirli Basing Yiikii ve Sicaklik Sartlari Altinda Deformasyon
/Determination of Deformation Under Specified Compressive EN 1605 DLT(2)5
Load and Temperature Conditions / &,
Tam Daldirma ile Uzun Sireli Su Emme EN 12087 WL(T)0,7
/ Long Term Water Absorption by Immersion / W, ’
Diftizyon ile Uzun Siireli Su Emme
EN 12088 WD(V)3

/ Long Term Water Absorption by Diffusion / Wgy,
EN 12091 FTCD1

Donma-Goziilme Dayanimi

/Freeze-thaw Resistance / Wy
Yoktur

/None

Kapilarite
/Capillarity
Paketteki levha/Board in package

m? / paket / package

AMBALAILAMA
/PACKING
m?3/ paket / package

Dogrudan gelen gunes i1sigindan korummali.
/Store away from direct sunlight.

Fiziksel hasar ve alev kaynaklarindan korunmali.

DEPOLAMA
/Protect from physical damage and direct flame sources.

/STORAGE




